
 
NASDAC BRIEF REPORT  

 

GENERAL INFORMATION  
 

 

AIRCRAFT INFORMATION  
 

NARRATIVE  
 
NR3 ENGINE FIRE WARNING LIGHT ON. DIVERTED TO HONOLULU. NR15 STAGE 
PNEUMATIC COUPLING LOOSE AND NEAR SENSORS.  

Detail  
 

Data Source: ACCIDENT AND INCIDENT DATABASE
Report Number: 19890626041849C
Local Date: 26-JUN-89
Local Time:
City: HONOLULU
State: HI
Airport Name: HONOLULU INTL
Event Type: INCIDENT - AIR CARRIER
Mid Air Collision: NOT A MIDAIR

Aircraft Damage: NONE
Aircraft Make: BOEING
Aircraft Model: 747
Aircraft Series: SP
Airframe Hrs:
Operator: UNITED AIR LINES INC 

Primary Flight Type: SCHEDULED AIR CARRIER
Secondary Flight Type: PASSENGERS
Type of Operation: AIR CARRIER/COMMERCIAL
Registration Nbr: 149UA
Total Aboard: 3
Fatalities: 0
Injuries: 0
Landing Gear:
Aircraft Weight Class: OVER 12500 LBS
Engine Make: PWA 
Engine Model: JT9D7A 
Engine Group: JT9 
Number of Engines: 4
Engine Type:
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Environmental/Operations Info  
 

 

Pilot In Command  
 

 

END REPORT  

Primary Flight Conditions: UNKNOWN
Secondary Flight Conditions: WEATHER NOT A FACTOR
Wind Direction(deg):
Wind Speed(mph):
Visibility(mi.):
Visibility Restrictions:
Light Condition: DAY
Flight Plan Filed: INSTRUMENT FLIGHT RULES
Approach Type:

Pilot Certificates: AIRLINE TRANSPORT
Pilot Rating: AIRPLANE SINGLE, MULTI-E
Pilot Qualification: QUALIFIED
Flight Time Total Hours:
Total in Make/Model: 0
Total in Last 90 days: 0
Total in last 90 days Make/Model: 0
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